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MONOLIT
Cement-based, mono-component, waterproof mortar.   

CHARACTERISTICS 
Cement-based, mono-component, waterproof mortar which possesses 
good isolating qualities to moisture and protects concrete from carbon-
izing. It is suitable to be used for the waterproofing of water deposits, 
basements, etc. Easy to apply, low application costs and does not have 
corrosive effects for concretes reinforced with steel. 

AREA OF APPLICATION
It is used to protect concrete and plaster surfaces and walls from hu-
midity. Suitable to waterproof water deposits, basements, underground 
buildings, etc. Suitable for the internal waterproof of underground ar-
eas, such as: basements, because it is resistant to high pressures thanks 
to the strong bond it creates with the support. 

METHOD OF PREPARATION
Preparation of the support
The surface must be free of dust, grease and any other type of impuri-
ties. If there are crevices or cracks in surface where MONOLIT will be 
applied, first close them and then apply the product. In cases of wires 
sticking out of the surface where the product will be applied, they 
should be cut to a depth of 2 to 4 cm and then the created hole should 
be closed; after that, the surface is ready for the product.

APPLICATION
MONOLIT is added gradually to the required amount of water, by stir-
ring it continuously until the creation of a viscous mass, which is ap-
propriate to be applied with a brush. The surface where the product will 
be applied should be completely dry and free of any moisture traces. 
The product will be applied in two or more layers, depending on the 
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environment where it is going to be applied. Each layer should not be 
thicker than 1 mm in order to avoid crevices. The following layer is 
applied after the previous layer gets completely dried. 

PACKAGING
MONOLIT is supplied in 25 Kg sacks 5 kg bag 

SHELF-LIFE - STORAGE 
12 months after manufacture date, if preserved in its original 
packaging, protected by direct exposure to sun and frost. 

Unit of 
measurement Pieces/Pallet Consumption Color/Other 

specifications
25 kg/sack
5 kg / bag 

54 pcs/pallet
60 pcs / box

3-4 kg/m2

-
Grey

White

TECHNICAL DATA

Form Powder
Color Grey
Mixture density 1.30 gr/cm
Combustibility Incombustible

Shelf-life storage
12 months in original 
packaging and dry 
environment

Mixing ratio

By spatula 6-7 L water for 25 kg 
MONOLIT

By brush 7 - 8 L water for 25 Kg 
MONOLIT

pH of the mixture 12
Pot life of mixture 45 min
Application time between 2 layers After 4 hours at 23oC
Max thickness 1 mm
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