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CHARACTERISTIC
- Acrylic resin-based, liquid material, resistant to alkalis.
- Treatment of surfaces with Tecnofix Liquid provides excellent workabi-
lity and notable facilitation in the application of decorative layers.
- Creates an excellent insulation and bond in surfaces treated with de-
corative layer.
- It is a ready to use, white primer.
- All technical FEATURES of decorative coatings that will be used are ti-
ghtly connected to the qualities of the primer which is going to be ap-
plied beforehand.
- TECNOFIX LIQUID reduces significantly the absorbent quality of the 
surface towards water.
- It uniforms the absorbing rate of the surface where it is going to be 
applied.

PRODUCT FEATURES
Adhesive properties:
-Reduces the absorbent property of the support
-Neutralizes pH value
-Free of solvents.

AREA OF APPLICATION
It used as a primer on surfaces which will then be painted or coated 
with finishes (BONIFIN, FINO CLASSIC etc.), or with decorative coatings 
(GRAFIATO, DECORTEX etc.).

TECNOFIX LIQUID 

PREPARATION OF SUPPORT
Supports where TECNOFIX LIQUID will be applied should be beforehand 
made clean, free of dust, petroleum, oil, varnishes, wax residues and an-
ti-adhesion materials. Cleaning of oils, varnishes, wax or anti-adhesion 
materials is done mechanically or manually. 

PRODUCT PREPARATION
The product should be stirred manually in the bucket, and then it is rea-
dy to use. It can be diluted with water up to 10%.

MANNER OF APPLICATION
The product is applied by brush or roller in a uniform manner in the 
entire surface. You should wait for at least 12 hours for TECNOFIX LI¬Q-
UID to get dried (depending on the temperature) before applying the 
final product on the support. Low temperatures and moisture presence 
significantly increase the drying time for the product.  It should not be 
applied in temperatures lower than +5oC and higher than +35oC.

CONSUMPTION
Approximately 0.25 kg/m2

PACKAGING
TECNOFIX LIQUID is supplied in sacks of 5 kg and 20 Kg. 

SHELF-LIFE STORAGE 
24 months after manufacture date if the product is stored in its original 
and unopened packaging, in environments protected by moisture and 
frost.

Unit of 
measurement Pieces/Pallet Consumption Color/other 

specifications

5 kg/bucket 
20 kg/bucket

60 pcs/pallet
27 pcs/pallet

0.2-0.25 kg/m2    
0.2-0.25 kg/m2       

White      
-                      
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TECHNICAL DATA (IN 23°C AND 50% U.R)

Form Liquid

Color White

Storage 24 months in original packaging and in a dry 
place

Combustibility incombustible

Density of fresh mortar 1,2 g/cm3

Consumption 0,2-0,25  Kg/cm3

pH of mixture 7±1

Application temperature +5oC to +35oC


