EPOXY BITUM Z 877

Bitumen-based epoxy waterproof, with good adhesive properties and resistant to chemicals.

CHARACTERISTICS
EPOXY BITUM Z 877 is a bitumen-based epoxy, waterproof, coating material.

● It provides a high waterproofing and elasticity.
● It is characterized by very good adhesive qualities in all cement-based surfaces and also in surfaces made of wooden or metal bricks and on every other type of waterproofing material. It can be also used in unlevied layers.
● It provides high flexibility, thus avoiding the formation of cracks and crevices that can be created over time.
● Gives resistance to chemicals.

APPLICATION PROCEDURE
Preparation of the surface
The surface where the product will be applied must be free of powder, paints, etc. In order to achieve a better waterproof, it is recommended to treat the surface which will be waterproofed with EPOXY BITUM Z 877 beforehand with RESIN RE 1800 primer.

APPLICATION
EPOXY BITUM Z 877 is applied in two layers, with roller or brush, only after the primer is completely dried. Consumption is approximately 1 to 2 Kg/m², depending on the surface which will be waterproofed. The second layer should be applied only after the first layer is completely dried. Pay attention to the application of the second layer which should be made in a cross form onto the first layer.

CONSUMPTION
Consumption is approximately 1-2 kg/m²

SHELF-LIFE STORAGE
It is stored in environments protected by frost, up to 18 months after manufacture date.

PACKAGING
In buckets of 5 Kg and 15 Kg.